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100 



The contracted subscriber D2 of the soft switch control device S2 accesses to network, 

and looks up the address of register server Gl. 




domai 



Gl determines whether D2 is a" 
contracted subscriber of home 
not according to subscriber identification in the 
register request, then inquires the route server 
for S2 of the subscriber contracted 
region according to SI. 



Gl inquires S2 for the address of register server G2, and S2 returns the G2 

address to Gl. 



130 



Gl sends the identification information in the 
register request to G2. 
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G2 detects the validity of the identification information, and notifies the detecting result 

and the D2 service information to Gl. 
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Gl performs register operation, notifies SI to allocate resource, stores S2 
location information and D2 service information, and notifies SI location 
information and the related register information to G2. 



J 
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G2 performs check-in operation according to the 
register information transmitted by Gl . 



170 



180 



G2 notifies S2 to report location update message (D2, SI) to the 

route server. 



r~ \ 

Gl notifies SI to report location update message (D2, SI) to the route 

server. 
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End 
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The contracted subscriber D2 of soft switch control device S2 accesses 
to network, and looks up the address of register server G2. 
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G2 registers D2, notifies S2 to allocate 
resource, and obtains the soft switch control 
device SI of the roaming region from the 
check-in information. 



G2 notifies S2 to report location update message 
(D2, S2) to the route server. 
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G2 notifies Gl through SI that: "D2 has 
returned to the contracted region". 
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Gl logouts the D2 information, and notifies SI to report 
location update message (D2, S2) to the route server. 
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The contracted subscriber D2 of soft switch control device S2 accesses to 
network, and looks up the address of register server G3. ^ 



300 



D2 sends register request to register server G3. 



310 



G3 judges whether D2 is a local 
subscriber or not according to subscriber 
identification in the register requests 



No 



G3 inquires the route server for SI of the original roaming 

reeion. 
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G3 inquires SI for the address of register server Gl. 
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SI informs G3 of the Gl address, the information that D2 is its original roaming 
subscriber, and the addresses of soft switch control device S2 and register server G2 

of its contracted region. 



G3 sends the identification information in the register request to G2. 
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G2 detects the validity of the identification 
information, and informs G3 of the detecting 
result and the D2 service information. 



G3 performs register operation, notifies S3 to allocate resource, stores the 
S2 location information and the D2 service information, and notifies the 
register information including the S3 address to Gl and G2 respectively. 

i 



Gl performs check- in according to the register information transmitted by 
G3, and notifies SI to delete the register information of the subscriber, and 
report the location update message (D2, S3) to the route server. 



G2 performs check-in according to the register information transmitted by G3, 
and notifies S2 to report the location update message (D2, S3) to the route server. 
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G3 notifies S3 to report the location update 
message (D2, S3) to the route server. 
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End 
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